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RISK ASSEMENT 
	No
	What are the hazards / tasks / activity?

	Who could be harmed and how?
	What are the control measures?
	Risk Rating
	What further measures are required?
	Target completion date / comments / progress

	1 
	Contractors 
	Risk to contractors, employees and third parties 

Risk of death or serious injury from

Various risk dependant upon work activity 
	Known and regular contractors used 

Details of overhead cables mapped and shared (Field Margin app)
	High
	Formal vetting of contractors for insurance and competence should be conducted 

Monitor work of contractors for safety 
	Induction and on-going

	2 
	Fire
	Risk to anyone in area 

Risk of death or serious injury form 

Burns
Smoke inhalation
Explosion 
	Fire extinguishers provided 

Smoking not permitted on site

Machinery and service maintained 

Suitable fuel oil storage arrangements 

Welding not carried out near flammable materials 

Fire awareness should be communicated to staff
	Med
	Ensure maintenance of electrical installation with 3-5 year installation checks 

Carry a dry powder fire extinguisher with the mobile washer 

Consider fire trace system on viners

Fire awareness should be communicated to staff 
	Induction and on-going 

	3
	Fixed electrical wiring installation 
	Risk to anyone in area 

Risk of death or serious injury form 

Electrocution 

Fire / explosion 
	New wiring in office 

Landlords duty maintenance shed 
	High 
	3-5 year installation checks to be implemented 

Ensure 30mA RCD fitted 
	Induction and on-going 

	4 
	Forklifts 
	Risk to operator and anyone in area 

Risk of death and serious injury from 

Contact with moving parts 

Crushing 

Overturning 

Collision with objects / people 

Falling objects 

Failure of lifting machanisms 

High pressure injection from hydraulics 

Contact with overhead powerlines 

Lone working 

Risk of Ill health from

Noise / dust / vibration 
	Trained operatives 

No passengers allowed in cab 

Maintance and servicing 

Pre use checks 

Mirrors fitted to vehicles along with flashing lights and horn 

Enclosed cab with seatbelts fitted 

Cab kept free of objects – tools kept in secure toolbox 

No carrying or lifting of persons in bucket on forks / loads 

No walking or standing under raised loads 

When driving on public roads attachments removed or folded back 

Adequate lighting in yard 

Fitted with noise reduction / suspended seat etc 

Drivers aware of overhead power lines 

First aid kit readily available 

Mobile phones carried in case of emergency 

	High 
	Check annual inspection of telescopic handler under lifting operation and lifting equipment regulations (LOLER). Certificates kept on file (every six months for equipment used for lifting people). 

Remind drivers to practice safe stop. Handbrake on, controls in neutral, engine off and remove the key

Remind drivers to wear seatbealts

Remind drivers to keep cab windows and doors closed to reduce exposure to noise and dust 

Raise awareness of the affects of whole body vibration and what to do if operators experience symptoms such as back pain 
	Induction and on-going 

	5
	Fuels, diesels, oils etc 
	Risk to employees and anyone in areas 

Risk of death or serious injury from

Fire / explosion 

Risk of ill health from

Skin contact

Eye contact 

Ingestion 
	Appropriate oil storage 

Excemtion under CDG where towed by a tractor 

Up to 1000 lires can be towed by 4x4 in appropriate tank 

Gloves available 

Washing facilities provided 

Fire extinguishers and first aid kits readily available 
	Med
	Ensure all staff are familiar with procedure to be followed in event of emergency 

Carry a dry powder extinguisher with the mobile bower 
	Induction and on-going 

	6
	Trailers 
	Risk to operator and anyone else in the area

Risk of death or serious injury from 

Contact with moving parts

Crushing 

Collision with objects or people 

Contact with overhead powerlines 

Lone working 

Risk of ill health from 

Noise / dust / vibration 
	Experiences / trained operators 

Enclosed cabs with noise and dust protection 

Bespoke high tip trailer build in line with PUWER

Safe zone maintained around trailer when tipping 

Maintenance and servicing of equipment in accordance with manufacturers recommendations including trailer brakes

Records kept

Tipping trailers avoided near overhead powerlines

Drivers are aware of overhead powerlines and what to do in an emergency 

Trailers hitched and unhitched on level ground 
	High
	Monitor arrangements
	Induction and on-going 

	7
	Hand held and portable tools 
	Risk to operator and anyone else in the area 

Risk of serious injury from 

Contact with moving parts or blades 

Flying debris

Slips and trips 
	Experienced employees 

Where appropriate tools are maintained in good condition including blades and guards 

Generally not used for long duration 

PPE such as goggles, hearing protection, gloves and dust masks, used as appropriate 

Adequate storage facilities for tools 
	High
	Replace tools as necessary 
	Induction and on-going

	8
	Manual Handling 
	Risk to employees

Risk of minor or major injury from 

Carrying large, heavy or awkward loads 

Pulling / ushing of loads dropping loads in feet 
	Employees experienced in the tasks that they carry out 

Mainly bulk handling 

Contractor used for when changling 

Mechanical handlers e.g telescopic handler available 

Employees aware not to lift beyond their capacity and ask for help if needed 

Two person lifts will be used where appropriate 

Floors kept clean and clear

Adequate lighting 

Appropriate sturdy / safety footwear worn 
	High
	A task specific manual handling assessment should be completed for any large or unfamiliar operations 

Manual handling training should be considered for residual risks

Refresher training should be carried out periodically 
	Induction and on-going 

	9 
	Lone working 
	Risk to employees

Various risks dependant upon work activity

Minor injuries may become more serious due to inability to raise alarm and or employee not being missed for extended period
	Work in teams on 12 hour shifts 

Samplers uses mini viner

Mobile phones carried for use in case of emergency 
	High
	Review lone working arrangements for samplers 
	Induction and on-going 

	10
	Outside working 
	Risk to employees 

Risk of minor injury from

Slips and trips 

Risk of ill health from 

Sunburn / sun stroke 

Hypothermia 

Dehydration 

Stings 

Allergies 
	Sensible footwear worn 

Suitable clothing (warm and wet weather gear)

Washing facilities are available 

Access to facilities to make hot drinks and warm up / shade. Drinking water available 

First aid kits readily available 
	Med 
	Give advise to staff on the risks from sunburn and heatstroke 
	Induction and on-going 

	11
	Overhead powerlines 
	Risk to employees 

Risk of death or serious injury from 

Electrocution

Fire / explosion 
	Staff and contractors aware of the location of all overhead powerlines which are mapped 

Measuring device used where necessary 

Electricity danger of death signage displayed on poles 

Warning stickers in cabs 

Staff aware of emergency procedures in case of contact with overhead powerlines

Specific training and working safely documents 

Mobile phones used in case of emergency 
	High 
	Monitor arrangements and liaise with energy network provider 
	Induction and on-going

	12 
	Pea Viners 
	Risk to operator and anyone else in the area

Risk of death or serious injury from 

Contact with moving parts 

Crushing 

Collison with objects or people 

Falls from height 

Confined spaces 

Contact with overhead powerlines 

Fire 

Risk of ill health from 

Noise, moulds, dust and vibration 
	Trained and authorised drivers 

Working safely guidance and rules

Safe cleaning and blockage clearing procedures in place 

Maintenance and servicing in accordance with manufacturers recommendations, records kept 

Road escort provided and harvest dispensation 

Cameras fitted for inspection and reversing 

Modern machines used (air con, filters noise reduction, suspension seats etc)

Cab door kept shut to reduce noise and to control exposure to dust / moulds

Dust masks to at least EN149 FFP2/3 provided and worn when necessary 

Access ladders with hand holds and guard rails / chequer plate fitted 

Internal wash system to minimise wash down risks 

Guarding in line with the current machinery regulations and machines CE marked in line with European conformity 

Hydraulic drivers not PTO

Aware of location of overhead powrlines and measuring devise available 

Employees are aware of emergency procedures in case of contact with overhead powerlines 

Mud deposits cleaned up from roads as soon as possible with signs displayed 

Fire extinguishers carried and serviced annually 

Mobile phones and first aid kits carried for use in case of emergency 


	High 
	Ensure a safe systems of work are followed when working at height and cleaning down 

The use of fire trace systems could be considered in the pea viners. www.firetrace.co.uk 


	Induction and on-going 

	13
	Portable electrical appliances 
	Risk to operators 

Risk of death or serious injury from 

Contact with moving parts / blades 

Electrocution 

Fire

Risk of ill health from 

Noise and vibration 

Dust 
	Experienced employees 

Reactive maintenance of damaged / faulty equipment 

Use of battery powered tools where possible 

PPE available such as gloves, heat=ring and eye protection 
	High
	Ensure equipment visually checked before use and damaged items taken out of service 

Undertake PAT testing 
	Induction and On-going 

	14
	Slips and Trips 
	Risk to anyone 

Risk of minor or major injury from

Slips on substances

Trips over items and poor ground conditions 
	Generally good housekeeping

Well maintained floor surfaces where possible 

Spills cleared up or sand used to absorb excess liquid such as oil etc

Trailing cables avoided, cordless tools used where possible 

Good lighting 

Appropriate footwear worn 

Rubbish removed periodically 

First aid kits readily available 
	High
	Maintain Housekeeping 
	Induction and on-going 

	15
	Tetanus / Weils disease / sepsis 
	Risk to employees 

Risk of ill health from

Skin contact

Eye contact 

Ingestion 
	Staff awareness of the risks of these diseases

COSHH assessment 

Washing facilities are available 

First aid kits readily available 
	High
	Remind emplyees to have up to date tetanus injections

Carry hand wipes / sanitisers in vehicles 

Display information on notice board and issue on induction
	Induction and on-going 

	16 
	Third Parties and Visitors 
	Risk to employees and third parties 

Risk of death or serious injury from 

Various risk dependant upon work activity 
	Awareness of third parties in area when carrying out work

High viz provided and close supervision 

Closely supervised and safe systems of work followed 
	High 
	Monitor arrangements 
	Induction and on-going 

	17 
	Tractors 
	Risk to operator and anyone else in area 

Risk of death or serious injury

Contact with moving parts 

Entanglement with PTO

Crushing 

Overturn

Collision with objects or people 

High pressure injection from hydraulics 

Lone working 

Risk of ill health from

Noise, dust and vibration 
	Experienced operators 

Maintenance and servicing in accordance with manufacturers recommendation including trailer brakes, PTO shaft greasing etc, records kept.

Modern tractors with Q cabs and suspension seats etc to reduce risks from noise and vibration 

Mirrors fitted to vehicles along with horn and flashing beacons 

No passengers carried unless dedicated passenger seat 

Safe hitching procedures used and unhitching on level ground

Trailed items parked with pick up shoe when not in use

Trailed equipment has suitable brakes where required which are appropriate to the size and weight of the trailer and load capacity. Brakes are maintained. Records kept 

Mud deposits cleared up from roads as soon as possible and signs displayed 

Lose fitting clothing / jewellery avoided. Lon hair tied back 

Fire extinguishers and first aid kits available 

Mobile phones carried for use in case of emergency
	High 
	Remind drivers to practice safe stop, handbrake on, controls in neutral, engine off and remove the key 

Remind drivers to wear seatbelts when there is a risk of overturn such as driving on slopes 

Remind drivers to keep cab windows and doors closed to reduce exposure to noise and dust

Raise awareness of the affects of whole body vibration and what to do if operators experience symptoms such as back pain 

Keep cab free of lose objects 
	Induction and on-going 

	18
	Vehicles on public highways 
	Risk to employees and other road users 

Risk of death or serious injury from

Collisions with other vehicles, pedestrians or object

Overturn

Falling loads

Mud deposits on road
	All vehicle operators hold a current driving licence for the category of vehicles driven 

Drivers licence checked 

Staff collected and driven home if tired

Hi-visibility clothing in case of emergency 

Maintenance and servicing of vehicles and trailers in accordance with manufactures recommendations 

Mirrors fitted to vehicles along with horn and flashing beacons 

Signs used where appropriate for road use

Harvest dispensation obtained and viner escorted 

Spill kit carried 

Safe distances maintained on exit from fields and when in convoy 

Appropriate speed limits adopted for the road conditions and in compliance with the highway code 

Driver awareness of the effect of any load carried including how it affects handling of the vehicle 

Mobile phones not used whilst driving unless hands free

Seatbelts fitted and worn where required 

Loads checked before driving off 

No passengers carried unless dedicated passenger seat 

Mud deposits cleared up as soon as possible and signs used 

Mobile phones carried for use in case of emergency 
	High 
	Agree and communicate breakdown procedures 

Safety information on the use of level crossings should be displayed on the notice board 

Display appropriate warning signs when loading adjacent to the road. See red book guidance.
	Induction and on-going 

	19
	Washdown
	Risk to operators 

Risk of death or serious injury from 

Contact with moving parts 

Electrocution

Fire

Risk of ill health from

Noise and vibration 
	Experienced and trained staff

Internal wash system on viner 

High viz worn and parking away from overhead cables 

Guard rails and chequer plates on viners 

Moving parts washed from ground level 

Suitable footwear 
	High
	Monitor safe systems of work and undertake field audit 

Formal noise assessment is advised to establish the noise levels and exposure

Is it important to monitor the use of the hearing protection that is provided and to provide clean storage.

Consideration should be given to providing audiometric assessments for workers who undertake noisy tasks 
	Induction and on-going 

	20
	Welding / cutting 
	Risk to operator and anyone else in the area

Risk of serious or fatal injury from 

Burns

Eye damage

Fire and explosion 

Risk of ill health from

Fumes 
	Experienced and trained staff 

Minimal welding carried out in well ventilated area or outside 

Mild steel welding only no coated materials

Safe lighting up procedures carried out 

Not carried out in vicinity of flammables or combustibles 

Welding visors, gloves, goggles, overalls ect provided and worn 

Welding screens 

Flashback arrestors on oxyacetylene 

First aid kits readily available 

	High 
	Ensure regular maintenance and servicing of all welding and cutting equipment 
	Induction and on-going 

	21
	Workplace vehicle movements 
	Risk to operator and anyone else in area 

Risk of death or serious injury from 

Crushing 

Overturn

Collision with objects or people

Lone working 
	Reversing cameras on viners 

Mirrors fitted to vehicles

High viz policy 

Parking away from overhead cables 

Safe systems of work adopted when exiting fields 

Visitors closely supervised

Appropriate speeds adopted by staff drivers

Mobile phones not used while driving unless hands free

First aid kits readily available 


	High 
	Monitor arrangements 

Do not jump on and off moving vehicles 

Warning triangles and breakdown information should ideally be carried in work vehicles 

Further reflective striping could be considered on side of road vehicles
	Induction and on-going 

	22
	Workshop activities 
	Risk to operator and anyone else in area 

Risk of serious injury from

Contact with moving parts or blades

Flying debris 

Slips and trips

Electric shock

Fire and explosion 

Manual handling 

Risk of ill health from

Noise, dust and vibration
	Experienced trained employees 

Equipment guarded in line with PUWER

Adequate work place support provide where required 

No loose cuffs or jewellery worn

Equipment maintained in good condition

PPE such as goggles, hearing protection, gloves and dust masks, used as appropriate

Adequate storage facilities 

Good housekeeping 

Washing facilities available 

First aid kits readily available 


	High
	Provide PPE cupboard / storage 

Undertake PAT testing 
On going housekeeping should be maintained in the workshop areas to reduce the risks from slips and trips 
	Induction and on going 

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	




Signed: …………A Giles ……………………………	Name: ………………Allen Giles ……………………………..
Position: ………General Manager ………….	Date: …………09/09/25 ………………….
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